Systemy datove komunikace

Patch kabel UTP
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Varianty

Gislo Délka Kategorie
vyrobku kabelaze
120002 0,25m Cat. 5e
120005 0,5m Cat. 5e
120010 m Cat. 5e
120020 2m Cat. 5e
120030 3m Cat. 5e
120050 5m Cat. 5e
120070 m Cat. 5e
120100 10m Cat. 5e
120150 15m Cat. 5e
120200 20m Cat. 5e
125002 0,25m Cat. b
125005 0,5m Cat. 6
125010 m Cat. 6
125020 2m Cat. b
125030 3m Cat. 6
125050 5m Cat. 6
125070 m Cat. &
125100 10m Cat. 6
125150 15m Cat. b
125200 20m Cat. 6

Konstrukce

+ Nestinéne provedeni
+ Vngjsi plast PVC

+ Litd ochrana, non-snag-proof

+ Konektory RJ45-RJ45

Typ Konektory
stinéni
Kategorie 5e
uTp RJ45-RJ45
uTp RJ45-RJ45
uTp RJ45-RJ45
utp RJ45-RJ45
uTp RJ45-RJ45
uTp RJ45-RJ45
utp RJ45-RJ45
uTp RJ45-RJ45
uTp RJ45-RJ45
uTp RJ45-RJ45
Kategorie 6

utp RJ45-RJ45
uTp RJ45-RJ45
uTp RJ45-RJ45
utp RJ45-RJ45
uTp RJ45-RJ45
uTp RJ45-RJ45
uTp RJ45-RJ45
uTp RJ45-RJ45
utp RJ45-RJ45
uTp RJ45-RJ45
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Technické udaje
Provozni teplota
-40°C az 70°C

m Typ a velikost vodice
‘ AWG26

Barva

Sedd, zeleng, cervend, zlutd, modrd
Sedd, zelend, ¢ervend, zlutd, modra
Sedd, zelenq, cervend, zlutd, modrd
Sedd, zelenq, cervend, Zlutd, modrd
Sedd, zelend, ¢ervend, Zlutd, modrd
Sedd, zeleng, cervend, zlutd, modrd
Sedd, zelenq, cervend, Zlutd, modrd
Sedd, zeleng, cervend, zlutd, modrd
Sedd

Sedd

Sedd, zelenq, cervend, Zlutd, modrd
Sedd, zelend, ¢ervend, Zlutd, modrd
Sedd, zeleng, cervend, zlutd, modrd
Sedd, zelenq, cervend, Zlutd, modrd
Sedd, zeleng, cervend, zlutd, modrd
Sedd, zelenq, cervend, zlutd, modrd
Sedd, zelend, ¢ervend, zlutd, modra
Sedd, zeleng, cervend, zlutd, modrad
Sedd

Sedd
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